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Summa ry

The results of a few tests of box beams that were designed to fail
by shear at the casein glue line between the yellow-poplar plywood webs
and the Sitka spruce tension flanges indicate that there is no great in-
crease or decrease in glue-shear strength when the beams have a higher
moisture content at test than when constructed.

While the number of beams tested was too limited to establisb
trends definitely, the number of minor glue-shear specimens was sufficient
to indicate that the change in the strength of the joint in shear due to
an increase of moisture content of about 4 percent was not significant.
The results of the tests of small plywood-to-wood glue-tension specimens,
however, indicate that an increase in moisture content of about 4 percent
from that at fabrication produces a significant increase in the strength
of the glue line in tension when casein glue is used. This sgbstantiates
the results of tests made at the Royal Aircraft Establishment—.

Eptroductiqg

The tests of the series of box beams and smgll specimens reported
herein were underteken to determine whether or not a change in the strength
of glue lines in shear or tension could be expected when the moisture con-
tent was greater at the time of test than at the time of fabrication.

}This mimeograph is one of a series of progress reports prepared by the
Forest Products laboratory to further the Nation's war effort. Results

here reported are proliminary and mey be revised as additional data
become available,

EPryor, M.G.M., "Effect of Dispersal Conditions on Joints Made with Casein
Glue," Report Ho, Mat/N/2/2051, Royal Aircraft Establishment, Farnborough,
England, July, 1942,
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British investigator&a found that, for the particulatr type of test speci-
meu they vsed which involved considerable concentrations of stress at the
edges of the glued joint, the failing load was higher at the higher mois~
ture content. The specimen used in British tests was such that the glue
line was placed in tension.

The series of tests heroin reported was designed so that the results
of the Bnglish tests in glue~tension might be compared with results from
a dilfferunt type of specimen and extended to include tests where the glue
iine was stressed in shear, as it is between the flanges and
the webs of box boams,

The beamz discussed in this report present some of the first results
of ultimate strosses in shear at the glue line betweon the flanges and the
webse Thosc veams were all designed to fail in shear at the glue lines
Jjoining thne wobs to the tension flangss. The stresses in the compression
and tonsion flanges and the shear stress in the webs were not critical at
the failuro of the beans,

Notation

The following symbols are used in this reports Sample computations
append2d show mothods of computing results of testse. All quantities are
in inch and »pound units.

I

C

c the distance from the neutral axis to the oxtreme fiber of

the compression flange.

Ct = ths distance from ths neutral axis to the extreme fiher of
the tension flange.

f = caleulated meximum unit stress in the extreme fiber of the
compression flange.

M(max.) ?ﬁ
I

fg = calculated maximun unit shear stress in the plywood webs,

t

v
T 1t 214

o)
)]

calculated ultimate unit shear stress at the glue line
between the tonsion flunge and webs.

73
Py
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£, = calculatsd maximum unit stress in the extreme fiber of the
tension flange,

M(max.) Cg
I

il

I = moment of inertiaé of the cross section of the beam about
its neutral axise.

M = the maximum bending moment in the beam
= 20 B,

P = ultimate load on the beam.

Q = statical momenbé of the area external to the shear section
about the neutral axise.

Qp = statical moment of the area of the tension flange about the
neutral axis (the area external to the glue lines between
the tension flange and the webs)e

Tt = thickness of the tension flange.

t = btotal thickness of the webs.

2t
w

t_ = thickness of one web.

V = total shear.

Description of the Beams and Minor Specimens

The beams were 7 or 7-1/4 inches wide, 13, 15, or 17 inches high,
and 10-1/? feet long. Aircraft-grade, yellow=-poplar plywood was used for
the webs, and Sitka spruce was used for the flanges. Details of construc-
tion and other pertinent information for the beams are shown in figures
1 and 2.

Sitka spruce for the flanges and other incidental parts of the
beams was from planks sawn from logs and kiln-dried at the Forest Products
Iaboratory. The annual growth rings in the flanges were oriented so that

PR —— Sp—

Sone area of the wobs was transformed by using the modular ratio 1/4 voth
in locating the neutral axis and in calculating I and Q as specified ‘
in section 341151 of ANC-18, "The Design of Wood Aireraft Structures.'
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the edges of the flanges were nearly true radial surfaces. All flanges
wore laminated. The stiffeners, load blocks, and reaction blocks were of
a built-up design (fig. 2). Webs were of plywood manufactured at the
Laboratory from veneers rotary cut and prepared at the laboratory. The
plywood was bonded with a phenolic resin film glue set in hot presses.

The face grain of the plywood webs was oriented so that it sloped 45° down-
wards towards the reactions. The webs for beams 1-G-1 and 1-G-2 were each
nominally one-fourth inch thick with face plies one~sixteenth inch thick
and the core one-eighth inch thick. The webs for the remaining four beams
were each nominally three-eighths inch thick, comprised of face plies one~-
sixteenth inch thick, crossbands one-~twelfth inch thick, and a core one-
tenth inch thick.

The plywood-to-wood glue=-shear minor specimen is detailed in
figure 3, and the plywood-to-wood glue-tension specimen in figure 4. The
grain of the wood in these specimens was oriented so that a nearly radial
face was glued to the plywood, The grain of the plywood made an angle of
450 with the grain of the wood. This was done to simulate conditions in
aircraft where 45° grain plywood is glued to wood members.

The glue~shear specimen had a glue line 1 inch wide and 4 inches
long in shear by having the l-inch wide solid wood portion glued to the
2-inch wide plywood portion (fig. 3)s Thus, the shear stress at the glue
line between the wood and plywood was greater than between plies in the
plywood, insuring failure at or near the glue line joining the wood to the
plywood. The glue-tension specimen had an area 2 inches square in tension.

The minor specimens were assembled in jigs and & pressure of approx-
imately 100 pounds per square inch was maintained while the glue was
sebting.

Casein glue was used for all assembly gluing of beams and of minor
specimens because it was believed that the effects of moisture would be
greater for casein glue than for any of the synthetic-resin base glues.
All curing of glue was at room temperatures.

Selection and Matching

Sitka spruce flange material was flat-sawn and was selected by
examination and on the basis of results from minor tests made prior to
the construction of the beams. Minor specimens used were for toughness,
static bending, and compression-parellel~-to~the-grain tests and were
prepared from the ends of the planks.,

The glue~-shear and glue-tension minor specimens were prepared from
the same materials as were used in the beams. The plywood for the minor
specimens for each beam came from the same plywood penels as were used for
the webs of the beam. The solid wood portions of the minor specimens for
each beam were prepared from the side of the same plank as was used for
the tension flange.
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Conditioning of Material and Specimens

All material was conditioned to a low moisture content before it
was fabricated into beams or minor specimens. Initial conditioning was
done in a dry kiln, where the moisture was reduced to about 7-1/2 percent.,
Finel conditioning was eccomplished in a constant 80° Fs - 30 percent
relative humidity rooms After the meaterial became stable, it was fabri-
cated into the beams end minor specimens. The beams and minor specimens
were then returned to the 80° F.-30 percent relative humidity room until
the moisture introduced by the glue had been dissipated, after which beams
1-G-1, 2=G+~1, and 3-G-1 and the minor specimens for these beams were
removed from the 80° F.-30 percent relative humidity room and testede

Beams 1-G-2, 2-G-2, and 3-G-2 and the minor specimens for these
beams were moved to a 75° F, - 64 percent relative humidity room where
they were mllowed to condition for several months, After these beams and
minor specimens had attained practically constant moisture content (about
12 percent for the Sitka spruce}, they were tested.

Meﬁhods of Test

The beams were tested in a 200,000-pound screw~type testing machine
by loading at the third pointe of a 10-foot span. Figure 5 shows & beam,
in the testing machine, ready for test with the strain- and deflection-
measuring instruments in place, Visible in the figure are the scale for
measuring total deflection, disl and yoke for determining the deflection
of the center of the besm with respect to the load points, Huggenberger
tensometers for measuring the strain in the upper and lower flanges, and
the recorder for measuring the strain in the tension flange by means of
electric strain gagesa.

Deformation was applied to the beams at standard ratesé in pre-
determined increments. lLoading was stopped during the early stages of
each test while strains and deflections were observed. All dials and
gages were removed from the beam after sufficient date on elastic
behavior had been obtained. From the time the dials were removed until
feilure, the load was applied conmtinuously. Centerline deflections and
the corresponding loads were the only readings taken during this final
stage of the tests,

The plywood-to-wood glue shear specimens were tested as shown in
figure 6., Shear was introduced into the glue line by loading the specl-
men in compression. The ultimate load divided by the area of the glue
line (nominally 4 square inches) gave the unit stress on the glue line at
failure, Also shown in figure 6 is a typical failure.

%As prescribed in American Society for Testing Materials Standard D198-27.
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The plywood=to-wood glue=-tension specimens were tosted as shown in
tigure 7. Tonsile stress was put on the glue lines by means of the hard
maple loading jig shown in this figure. 4 loading block with a spherical
seat was used on the upper hoed of the testing machine., Also shown in
this figure is a typical failuro,

Both types of specimens were loaded in a hydraulie testing machine
at a rated head travel of 0,025 inch per minute.

Presentation of Data

The data from the individual tests of the box beams are presented
in table 1, In column 14 is the statical moment, Q, of the area (webs
and flange) external to the neutral axis, and, in column 15, the statical
moment of the tension flange, Q,, which is the area extornal to the glue
lines joining the webs to the tonsion flange. The maximum shear stress in
tho web was computed by using Q, and the shear stress on the glue line at
ultimate load by using Qee The calculated unit stresses in the beams at
maximum load, for £y, and fg, in columns 17, 18, and 19, respectively, are

the stresses in parts of the beams that did not fail and are consequently
merely the maximum stresses achieved. The calculated unit shear stresses
(fgu) in the glue lines at failure of the beams, in column 20, are

ultimate stresses because they apply at points where failure occurred.
The values in column 21 are the ratios of the calculated ultimate shear
stresses in the glue lincs of the beams to the average ultimate shear
stresses in the glue~shear minor specimens.

Table 2 is & summary of the results of the minor plywood-to-wood
glue-shear tests, and table 3 is a summary of the results of the minor
Plywood-to-wood glue~tension tests for all of the beams. The average
values of the shear stress in the glue lins at failure in column 7,
table 2, are the bases of the ratios in column 21, table 1.

A comparison of the shear stresses at the glue lines at ultimate
load for the box beams is presented in figure 8-A. This figure shows
graphically the relation between the test results for the different beams.
Figure 8-B is a similar plot of the average values of the stress on the
glue lines at failure of the glue-shear minor specimens for each beam, and
figure 8-C shows similar results for the glue-tension minor testss

Modes of Failure

The beams failed suddenly, usually with little or no advance warn-
ing. Failure was accompanied by a loud report, and usually it was not
possible to determine whether or not both glue lines failed simultaneously
or if one precéded the other by a fraction of a second. In two of the
beams, however, one web failed before the other, indicating definitely
that one side was the weaker.
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One of the beams (1-G~2) failed on one side only, and because of
the ™wist" in the beam caused by the unequal failure it was not possible
to fall the other side. Beam 2-G-1 failed initially along one side et
25,670 pounds load, but with the other side sustaining nearly all of the
stress did not fail completely until 27,000 pounds load had been attained.

The failure of all the beams was in rolling shear in the face ply
nearest the glue line joining the web to the flange. That the glue was
stronger in shear than the plywood is shown by the type of failure, which
is illustrated hy figures 9 and 10. In figure 9 is shown the way the
tension flange of beam 1-G-1 sheared past the web. Figure 10 shows beam
1-G-1 with part of the web removed and turned up to reveal the way the
fibers roll past one another in a rolling shear failure. The fallure of
this beam is typiocal of those in this series.

The failures of the glue-shear minor specimens were usually
similar in appearance to those in the box beams. A typicel failure is
shown in figure 6. The failure of the glue-tension specimens was usually
confined to an area ocloser to the glue line tham that of the glue-shear
specimens, as is shown in figure 7. The fiber transfer was good, indicat-
ing thet the glue bond was adequate,

Annlysis of Data

Two theories are advanced to explain the fact that glued specimens
may have somewhat higher strengths when st moisture contents greater than
at fabrication: (1) When a glue mixed with water is used, the moisture
content of the wood adjacemt to the glue line is greater while the glue
is setting than it is in the rest of the specimen. This added molsture
is later dissipated uniformly throughout the specimen ocausing some
tendency for the wood next to the glue line to shrink. This tendency to
shrink invroduces stress in the aree adjacent to the glue lines. It is
possible that these initial stresses are minimized at moisture contents
higher then those at fabrication. (2) It is possible that the glue mey
be more plastic at high than at low moisture contents, thus tending to
distribute the stress more uniformly throughouy the stressed areae

The ultimate shear stresses at the glue lines of the beams (fgun

column 20, table 1) ranged from a minimum of 474 pounds per square inch
to & maximum of 720 pounds per square inch. This variability is not
excessive when the different items that can affect the test of a large
complex specimen, such as a box beam, are considered. When a box beam

is tested, such as in the present series, the weakest glue line of four
fails. The length of glue line in shear was 40 inches for each quadrant
of the beam. The theoretical stress was constant throughout the distance
between load and reaction points, and any week point along this distance
adversely affected the ultimate strength. It is probable that all four
of the webs and glue lines for beam 1-G-1 were of uniformly high strength;
hence, the beam had nearly reached its onpacity along all four glue lines
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at failure. This would account for the fact that the ultimate strength
of beam 1-G-1 was 720 pounds per square inchs Beams 1-G-2 and 2-G-1,
however, failed at calculated stresses of 474 and 515 pounds per square
inch, respectively. Both failed first along one glue line. Some indica~-
tion of the strength of the transversely opposite glue line of beam 2-G-1
is afforded by the faot that it sustained alonec a load greater than that
which caused initial failure when all glue lines were functioning. This
indicates that the remaining three glue lines for each beam were probably
much superior in strength to the one that failed.

The average ultimate shear strength for the beams tested at the
seme moisturec content as when constructed (beams 1-G-1, 2-G-1, 3=G-1)
was 608 pounds per square inch, and for the beams conditioned to a higher
moisture content before test (beams 1-G-2, 2-G-2, and 3-G-2), 561 pounds
per square inch or a difference of just under 7 percent. One beam,
however, of the latter group was about 25 percent lower than its mate,
while the other two were respectively 8 and 10 percent higher. In view
of this, the data cannot be considered as at all conclusive with resvect
to the effect of moisture increase subsoquent to fabrication on the
sheering strength of glued joints in such a structure as a box beam.

The plywood-to-wood glue=-shear test results further indicate
differences that do not appear to be significant. This is shown in the
summary of plywood-to-wood shear test results in table 2 and in figure 8-B.
The differences for the groups were -5, +3, and -7 percent, respectively,
&s 1s shown in column 9 of table 2. These differences might readily ocecur
&s the result of variability of the material. Similarly, a comparison of
the mean value for all specimens tested at the lower moisture content with
the mean for all specimens conditioned to the higher moisture content
before test indicates that the differences in the shear strengths are not
Significant. The average ultimate shear strength for the specimens from
beams 1-G-2, 2~G-2, and 3-G-2 was 3-1/2 percent less than the average for
Specimens from beams 1-G-1, 2-G=-1, and 3-G-1. This difference is so
smell that it might well be due to the variability of the material. Thus,
the conclusion that an increase in moisture content of approximately 4
percent over that at fabrication does not significantly increase or
decrease the glue-shear strength seems warranted.

In contrast to the data from the beams and from the plywood~to-wood
glue~shear tests, the results of the plywood-to-wood glue-tension tests,
indicate significant differences in strength between the specimens that
were conditioned to the higher moisture content before test and those
tested at the lower moisture content. The specimens tested with the
higher moisture content failed at stresses greater than those that were
tested at the lower moisture content. The percentages of differences are
shown in column 9, table 3, and in figure 8-C.

It may be noted that for average maximum and minimum velues shown
in table & difforences are consistently in the same direction elthough
they vary considerably in magnitude. The ultimete stresses in glue
tension were 21 percent greater for the minor specimens from beam 1-G-2
than those from beam 1-G-1, 5 percent greater for those from beam 2-G=2
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than those from beam 2-G-1, dand 30 percent greater for those from beam
3-G-2 than those from beam 3-G-l. These increases in strength may be
somewhat in error because only a relatively few specimens were tested and
the averages were therefore not necessarily representative.

The average glue-tension strength for all specimens for beams 1-G-2,
2-G=2, and 3-G-2 was 18 percent greater than the average for all specimens
for beams 1-G-l, 2-0-1, and 3-G-1, This difference is much %;%izer than
is at all likely to be caused by differences in the material, conclu-
sion that the increase in moisture of 4 percent over that at fabrication
actually increased the strength of the glue line in tension seems fully
warranted. This conclusion is in agreement with that derived from tests
made at the Royal Alrcraft EstablishmentZ,

Ultimate strength values given in tables 2 and 3 are relative.
Concentrations of stress and other factors relating to the size and shape
of the specimens affect the ultimate strengths of the specimens. An
example of this is the comparison between the unit shear stresses at the
glue lines in the box beams at failure and the unit shear stresses at the
glue lines in the minor specimens in table 1, column 21. In 8ll instances,
the ultimate stresses in the large beams are less than in the small
specimens,

Conclusions

The tests of & few box beams, with yellow-poplar plywood webs
glued to Sitka spruce flanges with casein glue, indicated that there was
no significent change in strength in shear at the glue line between the
flanges and webs when the moisture content at test was approximately 4
percent greater than at fabrication, The number of beams tested was too
small to establish the trend definitely, but there were sufficient small
associated plywood-to-wood specimens to show that an increase in moisture
content of about 4 percent from that at fabrication did not materially
change the ultimate shear strength of the glued joints.

The results of tests on small plywood-to-wood glue-tension speci-
mens are in agreement with the results of tests made at the Royal
Aircraft Establishment® inasmuch as they show that the glue-tensile
strengths of specimens which before test were conditioned to a moisture
content about 4 percent higher than at fabrication were greater than
those of specimens which were tested at the same moisture content as they
had when fabricated,.
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APPENDIX

Semple Calculations

The following methods were used for computing the values of f

gu
appearing in the tables and figure in this report:

The results from beam 1=G-1 are used in this calculation; values
for the other beams were calculated in a like manner.

(1) The formula for determining the unit shear stress on the
glue line 1s obtained by substituting appropriate terms in the familiar

f.= ve formula, where
S I
fs-: unit shear stress
V = total vertical shear
Q@ = statical moment of the area external to the shear section
about the neutral axis
I = moment of inertia of the section about the neutral axis
b = width of the area in shear

(2) In determining the unit shear stress at the glue line, which
has been designated "fgu“-

V = the total vertical shear, which is constant from load point
to reaction = L.
2
Q = Qf because the tension flange is the area external to the

glue lines.=

b = 2 Tt because the width in shear is the sum of the two widths
of glue line or twice the thickness of the tension flangee.

Therefore, the formula for unit shear becomes:

£ - Eh Qf
Bu” 4 1 Ty

EA similar situation arises in steel plate girder design when it is
necessary to determine the required number of rivets between flanges
and webs. This is discussed in section 3-6d, page 3086 of Hool and
Kinne's "Steel and Timbor Structures" published by licGraw-Fill, 1942.
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(3) The ultimate load for beam l=G=-l wes 27,000 pounds, the
statical moment of the tension flange was 43.2 incheso, the moment of

inertia was 534.6 incEes4, and the thickness of the tension flange was
04760 inch. Hence,

Ry Qf: 27,000 x 43.2
U 41T, 4 x 53446 x 04760

= 720 pounds per square inch
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Figure 6.--Plywood-to-wood glue-shear specimen in testing machine showing
method of applying load. Also included is a specimen after test
showing a typical failure.

Figure 7.--Plywood-to-wood glue tension-
ing method of applying load.
showing a typical failure.
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