Thermal Degradation of Fire-Retardant-Treated Plywood

Between 1985 and 1995, approximately 750,000 multi-family housing units experienced roofing problems due to fire-retardant-treated (FRT) plywood sheathing failure (Figs. 1–3). The problem is caused by excessive exposure to solar radiation.

Research at the USDA Forest Service, Forest Products Laboratory (FPL), from 1988 to 1999 resulted in more than 20 technical papers and three national standards. The standards, developed by the American Society for Testing and Materials (ASTM) and American National Standards Institute (ANSI), form the scientific/technical basis for new performance-based qualification requirements for commercial FRT plywood roof sheathing.

- ASTM/ANSI D5516—Standard test method for thermal degrade of FRT plywood
- ASTM/ANSI D5664—Standard test method for thermal degrade of FRT lumber
- ASTM/ANSI D6305—Standard practice for developing engineering design adjustments for allowable properties of FRT plywood

Another result of FPL research was the development of models for strength loss over time (Fig. 4). Later, field service-life issues were evaluated, and predictive models (Fig. 5) were developed for the first time to predict residual service life of FRT constructions. Research on the further development of residual serviceability models is continuing.

For more information, contact
Dr. Jerrold E. Winandy
USDA Forest Service
Forest Products Laboratory
One Gifford Pinchot Dr.
Madison, WI 53726–2398
Phone: (608) 231–9316; Fax: (608) 231–9582
E-mail: jwinandy@fs.fed.us
References


